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NOTES: 1. ALL SEWER SERVICE LATERALS SHALL COMPLY WITH ALL SEWER SERVICE LATERALS SHALL COMPLY WITH EXISTING STANDARDS. 2. THE CITY OF KANNAPOLIS REQUIRES ALL SEWER SERVICE THE CITY OF KANNAPOLIS REQUIRES ALL SEWER SERVICE LATERALS TO BE INSTALLED IN THE YARD OR GRASSED AREA FREE OF PAVEMENTS AND OTHER OBSTRUCTIONS.  APPROVAL FOR A CLEANOUT IN A PAVED DRIVEWAY WILL BE APPROVED BY THE DIRECTOR OF WATER RESOURCES ON A CASE-BY-CASE BASIS. 3. PLACE CLEAN OUT AT THE EASEMENT OR RIGHT-OF-WAY PLACE CLEAN OUT AT THE EASEMENT OR RIGHT-OF-WAY LINE. 4. CLEAN OUT SHALL BE ACCESSIBLE AT ALL TIMES. CLEAN OUT SHALL BE ACCESSIBLE AT ALL TIMES. 5. 6" MIN. LAYER OF  " CRUSHED STONE 12" IN LEDGE.6" MIN. LAYER OF  " CRUSHED STONE 12" IN LEDGE.34" CRUSHED STONE 12" IN LEDGE.
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